Mobile Station 



TE2 





Upper 
rroiocoi 
Layers 


Network 
Layer 


IP or 
CLNP 


Link Layer 


PPP or 
SLIP 


Relay Layer 


EIA-232 



J 



lit) 



MT2 



r 







IP or 
CLNP 


Network 

Layer 
Protocols 


PPP or 
SLIP 


PPP 


EIA-232 


RLP 


IS-95-A 



U 



BS/MSC 





RLP 


Relay 
Layer 


IS-95-A 



m 



IWF 



L 



Upper 
Protocol 
Layers 



Network 

Layer 
Protocols 



PPP 



Relay 
Layer 



10V 



# 



\ 



lob ~ 

VI- 



Cellular 



Call 

Processing 



Authentication 

Accounting 

Authorization 



Mobility 
Management 



RF Resource 
Management 



AIR 

Interface 



ABIS/A 
Interface 



IP 



H.323 
SIP 



Diameter 



MobilelP 
SIP 



Inter-working 
ISUP, IS41 



fa. 3 





r 


12.2* ■ 
rIA 1- 







network 




Gateway 
IS95/H.323/SIP 
IS95/Mobile IP/SIP 
IS95/Diameter 




SEND A MESSAGE FROM A 
HOME AGENT (HA) TO A 
ROUTER OVER AN INTERNET 
PROTOCOL BASED NETWORK 



f 

FORWARD THE MESSAGE 
FROM THE ROUTER TO A BASE 
TRANSCEIVER STATION (BTS) 
USING A PROPRIETARY 
FORMAT 



FORWARD THE MESSAGE 
FROM THE BTS TO A MOBILE 
TELEPHONE THAT IS WITHIN A 

GEOGRAPHICAL 
COMMUNICATIONS ZONE OF 
THE BTS 



FIG. 15 



